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NOMINAL DIMENSIONS (In.)

Size W H L A B D Bare Weight lbs. ) Pkg. Weight (lbs.)

3 3.50 3.74 4.72 3.54 8.66 5.91 3.00 11

5 3.50 3.74 7.48 5.12 11.42 5.91 5.00 15

9 3.50 3.74 13.39 9.25 20.08 5.91 9.00 26

17 3.50 3.74 24.61 21.50 31.50 5.91 17.00 44

20 2.76 2.99 47.83 31.50 56.30 5.91 20.00 73

32 5.51 5.75 19.69 15.75 27.17 7.87 32.00 66

48 5.51 5.75 29.13 21.50 39.37 8.86 48.00 110

60 4.17 4.17 59.84 39.96 64.17 7.09 60.00 128

DESCRIPTION:

PREPACKAGED MAGNESIUM ANODE
MODEL TMMANO

• �Backfill composition:

Powdered gypsum 75%

Betonies 20%

Sodium sulphate 5%

CHEMICAL COMPOSITION
Element High Potential

Aluminum (AI) 0.01% max 
Magnesium (Mg) 0.5-1.3% 

Iron (Fe) 0.03% max 
Copper (Cu) 0.02% max 
Nickle (Ni) 0.001% max 

Others 0.30% max 
Magnesium Balance

ELECTROCHEMICAL PROPERTIES HIGH 
POTENTIAL

Open-Circuit Voltage -V. Cu/Cuso4 1.77- 1.82 

Actual Capacitance (Ah/Kg) >1100

Current Efficiency (%) > 50

Note: 
All dimensions are in inches unless otherwise specified


