
PREPACKAGED ZINC ANODE
MODEL TMZANO

CHEMICAL COMPOSITION

Element High Potential

Aluminum (AI) 0.005% max 

Copper (Cu) 0.002% max 

Iron (Fe) 0.0014% max 

Cd 0.003% max

Pb 0.003% max

Zinc (Zn) Remainder

NOMINAL DIMENSIONS (In.)

SIZE A B H L E F D Bare Weight (lbs.) Pkg. Weight (lbs.)

5 1.38 1.50 1.42 9.65 6.69 17.72 4.33 5 151

12 1.38 1.50 1.42 22.64 15.75 29.53 4.06 12 26

15 1.89 1.97 1.85 16.34 11.02 23.62 5.04 15 33

18 1.38 1.50 1.42 34.06 22.83 41.73 4.33 18 42

30 1.89 1.97 1.85 32.68 22.05 40.55 4.13 30 59

45 1.89 1.97 1.85 48.82 32.68 57.09 4.13 45 71

60 1.89 1.97 1.85 65.16 47.24 72.05 4.29 60 95

ELECTROCHEMICAL PROPERTIES HIGH  
POTENTIAL

Open-Circuit Voltage (-V. Ag/AGcl) 1.05

Actual Capacitance (Ah/Kg) >780

Current Efficiency (%) >95
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Note: All dimensions are in inches unless otherwise specified
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DESCRIPTION:
•	 �Backfill composition: 

Powdered gypsum 75% 

Betonies 20% 

Sodium sulphate 5%


